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gxgg ANPUcable - “Born for safety”

s ® ANPU CABLE *Apsc's trademark is understood as "Anpu security cable" or" Anpu super cable"

Company profile

Anpu Cable Group Co., Ltd. is located in Wuhan Airport Port development Zone, a thoroughfare of nine provinces,
with sufficient resources and convenient transportation. It is a collection factory covering an area of 30000m and a
construction area of 40000m.

Since its establishment in 1998, the company has always believed in the "good line from far" spirit of enterprise, in
the traditional cable industry to do high standard products, attach importance to the research and development of
new products and innovation, technical research investment accounted for 3%, master and have advanced cable
manufacturing technology, is the domestic "industrial cable and data transmission" leader, but also the representa-
tive of new quality force production.

The company's main products are: household wire, electrical equipment wire and cable, network cable and data
cable, flexible drag chain cable, industrial robot cable, control cable, power cable, other uses of special cable eight
categories of cable. Products are widely used in the state grid power, urban housing construction, land and sea
transportation, new energy factories, pharmaceutical and chemical industries, petrochemical oil, data communica-
tion, robots, industrial factories and mines and other fields of strong and weak electricity transmission and conduc-
tion.

Anpu cable has obtained the "National Industrial Product License" of Hubei Market Administration, the "CCC"
compulsory certification of the National Quality Certification Center, and the "CE" certification of export products.
Through 1509001/2000 quality management system certification, IS014001 environmental management system
certification OHSAS18000 Occupational health and safety management system certification.
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Workshop equipment

High quality assurance

Products from research and
development to production have
carried out strict reliability verifi-
cation and quality control, to
provide us with better quality
assurance.

Low cost solutions

The team continues to improve
the product design scheme, and
constantly improve the product
pass-through rate and reliability
to provide better low-cost solu-
tions.

High quality assurance

Our company has sufficient
stock, can be shipped the same
day or the next day, can quickly
meet customer needs, to solve
customer troubles.

= -
- - Y, M
[ ‘.

¥ <
| 1) . |
I (11 l
L
4 5 ' . L
0 g0 % 1 )
= —

-



https://v3.camscanner.com/user/download

Workshop equipment

Fluke Tester Power frequency spark testing machine
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Thermal aging test chamber

ETES

Wire bending test machine

i ‘ High insulation resistance
I measuring instrument

Vertical combustion tester Tow chain cable tester High and low
temperature tester
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Product Specification Sheet

Flat flexible cable with copper core, PVCinsulation , PVC sheath for installation
AVVR 300/500V

Flexible cable with copper core PVC insulation and PVC sheath for installation
AVVR2+1 300/500V

General purpose single- core hard conductor unsheathed cable
BV 450/750V

Copper core PVC insulated flexible cable
BVR 450/750V

Copper core PVC insulated PVC-sheathed flat cable
BVVB 300/500V

Copper core PVC insulated weatherproof flexible cable
HVVR 600/1000V

Power cable for PV system
PV1-F 1500V (DC)

General purpose single- core flexible conductor unsheathed cable
RV 450/750V

Flexible cable for copper core PVC insulated stranded connection
RVS 300V/300V

PVC insulated PVC Sheathed flexible cable
RVV 300/500V

Flexible PVC insulated braided shielded cable
RVVP 300/300V

XLPE insulated power cable
YJV 0.6/1kv
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XLPE insulated steel wire armored power cable
YJV32 0.6/71kv

Cat5e digital communication cable
UTP CATSE 4PRS

Cat5e shielded digital communication cable
FTP CATSE 4PRS

Categoryé6 digital communication cable
UTP CAT6 4PRS

Categoryé6 shielded digital communication cable
FTP CAT6 4PRS

Category6A digital communication cable
UTP CAT6A 4PRS

Category6A shielded digital communication cable
FTP CAT6A 4PRS

Class? digital communication cable
UTP CAT7 4PRS

Class7 shielded digital communication cable
FTP CAT7 4PRS

Coaxial cable
SYWV -75-5/SYWV-75-7/SYWV-75-9

Indoor telephone wire
UL20251 (HYV) 150V
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A Flat flexible cable with Wuhan Anpu Cable

gsz ﬁ Group Co., Ltd
ANPU CABILE & % B
copper core, PVC insulation, SPECIFICATION
product Number

nmber | AP6214 1 PVC sheath for installation | of pages | /2

1. Executive standard
IEC 60227-5:2003/JB/T8734. 3-2016/JB/T8734. 4-2016

2. Product structure

1. Conductors shall comply with IEC 228
conductors
2. Insulation shall comply with the be§ev'-:
5:2003 6. 3. 2/JB/T8734. 4-2016 6. 3/JB/T8734. 3-2016°6

3. The sheath shall meet the following requiremef
6. 3.4/JB/T8734. 4-2016 6.5/JB/T8734. 3-2016 6. 5.

—-. The body shall at least include the manufacturer’ s
continuous mark of rated voltage

3. Main purpose

Wire has excellent insulation, electrical and mechanical properties and
extremely high weather resistance, chemical corrosion resistance and
ultraviolet resistance, and is widely used in the construction industry,
industrial and agricultural fields, commercial places and facilities in
household decoration as well as electrical connection between equipment rooms
and equipment.

4. Use characteristics

Rated voltage (,/U: See main parameter table

Long-term operating temperature of cable:: -20°C £+70C

Recommended bending radius: not less than 4 times of outer diameter of cable
Cables shall be subjected to power frequency voltage test under 20 £ 5 C water
temperature: 2 kV/5min without breakdown

The flame retardant performance meets the requirements of [EC 60332-1-2 standard,
i.e. it can prevent the spread of flame in case of fire.

See the following table for the rated current carrying capacity and rated power
of the cable laid in the circulating air with an ambient temperature of 30 C
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. s Wuhan Anpu Cable
A ST Flat flexible cable with Group Co.. Lid
\\\\\ ANPUCABLE R
. . SPECIFICATION
copper core, PVC insulation,
product . Number
AP6214 . : 242
number PVC sheath for installation | of pages /
Rated current-carrying capacity and rated power
Nominal Current carrying rated power (kW)
section capacity 110V Two—phase 220V Two phase 380V Two phase
Cmm*) A electricity electricity electricity
0.3 4,1 0.4 0.8
0.5 6.8 0.6 l. 3
0.75 8.4 0.8 1.6 2. T
l 9.6 0.9 1.8 3 1
1B 12 . 1 208 3.9
2.5 17 6 3. 2 5. 5§
4 24 2. % %5 7.8
6 31 2.9 5.8 10. 0
5. Main parameters
Approximate outer  T————
: Model specifications diameter of cable s .‘L
No. > ) Cable Weight
(mm’) Length x width
(kg/km)
(mm)
1-2 AVVR  300/300V  2X0.3 4,9%3.1 20. 7
R-2 60227IEC52.(AVVR) 300/300V 2X0.5 5.3%X8.3 25, 3
3-2. | 602271EC53 (AVVR) ~ 300/500V 2X0. 75 6.5X4. 1 39.1
-2 60227TEC53 (AVVR)  300/500V 2X1 6.9X4.3 45.0
bh-2 602271EC53 (AVVR)  300/500V 2X1.5 7.8%X4.8 59. 9
b2 602271EC53 (AVVR)  300/500V 2X2.5 9.6X5.9 93.1
—8 RVV (AVVR)  300/500V 2X4 11.3X6.4 125.1
8-2 RVV (AVVR)  300/500V 2X6 12.7X7.2 169. 6
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h Flexible cable with copper Wuhan Anpu Cable

gsz ﬁ Group Co., Ltd
ANPU CABI.E . . .
core, PVC insulation and PVC SPECIFICATION
product ) ) Number
number | AF0215 sheath for installation of pages 1/2

1. Executive standard
IEC 60227-5:2003/JB/T8734. 3-2016

2. Product structure

I. Conductors shall comply with IEC 60228:
conductors

2. Insulation shall comply with the following requ
6. 3. 2/JB/T8734. 3-2016 6. 3.

3. The sheath shall meet the follewing requiremg
6. 3. 4/JB/T8734. 3-2016 6. 5.

—-. The body shall at least include the manufacturer’ s name,
continuous mark of rated voltage

3. Main purpose

Wire has excellent insulation, electrical and mechanical properties and
extremely high weather resistance, chemical corrosion resistance and
ultraviolet resistance, and is widely used in the construction industry,
industrial and agricultural fields, commercial places and facilities in
household decoration as well as electrical connection between equipment rooms
and equipment.

4. Use characteristics

Rated voltage &,/U: 300/500V

Long-term operating temperature of cable:: -20°C £+70C

Recommended bending radius: not less than 6 times of outer diameter of cable
Cables shall be subjected to power frequency voltage test under 20 £ 5 C water
temperature: 2 kV/5min without breakdown

The flame retardant performance meets the requirements of [EC 60332-1-2 standard,
i.e. it can prevent the spread of flame in case of fire.

See the following table for the rated current carrying capacity and rated power
of the cable laid in the circulating air with an ambient temperature of 30 C
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Flexible cable with copper

Wuhan Anpu Cable

A g ﬁ Group Co., Ltd
T T | core, PVC insulation and PVC |—SrCIFICATION
iiﬁiﬁ? e sheath for installation O?TEEZS e
Rated current-carrying capacity and rated power
Nominal Current carrying rated power (kW)
seedion SRERITY 110V Two-phase | 220V Twophase | 380V Three phase
Cmm”) oy electricity electricity electricity
| 8.3 0.8 1.5 4.6
1. & 10 0.9 ) oF(
2.8 14 1.4 27 8.1
4 20 ' 4] 3.8 11
6 27 25 50 15

5. Main parameters

Approximate .
. . ) Approximate
Model specifications outer diameter | . .
No. . Cable Weight
(mm’) of cable
(kg/km)
(mm)
[-2-1 60227TEC53 (AVVR)  300/500V " 2G1+1X0. 75 7.4 70.5
2-9=1 602271EC53(AVVR)  300/500V  2G1.5+1 X1 8.5 94. 2
3-2-1 | 602271EC53.(AVVR) . 300/500V 2G2.5+1X1.5 10.0 136.6
4-¥A RVV (AVVR) - 300/500V 2G4+1X 2.5 11.4 190.9
5-2-1 RVV(AVVR)  300/500V  2G6+1 X4 12.8 257. 4
6-3-1 602271ECH3 (AVVR)  300/500V  3G1+1 X 0. 75 8.3 92.0
7-3-1 602271EC53 (AVVR)  300/500V  3Gl.5+1 X1 9.6 123.8
8-3-1 | 60227IEC53(AVVR) 300/500V 3G2.5+1X 1.5 11.3 180. 3
9-3-1 RVV (AVVR)  300/500V  3G4+1X2.5 12. 8 251. 1
10-3-1 RVV (AVVR)  300/500V 3G6+1X4 14. 1 331.6
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'APSC ANPU CABLE

BV single core hard wire

Flame retardant properties
low loss and low resistance transmission
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