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1.Executive standard

GB/T5023.5-2008/JB/T8734.3-2016

2. Product structure

1.Stranded conductor (TR): 0.15mm/0.20mm/0.25mm/0.30mm

2.Insulation (PVC/D): 0.5mm/0.6mm/0.7mm/0.8mm

3.Specification of wrapping tape (PET): 0.07mm

4.Thickness of sheath (PVC/ST5): 0.6mm～1.6mm

3. Main purpose

PVC insulated and sheathed flexible cables are mainly used for light mobile

electrical appliances, instruments, household appliances, lighting systems and

weak current systems, as well as anti-theft alarm systems, building intercom

systems, electrical control signals and switch signals.

4. Use characteristics

Rated voltage: U0/U: 300/500 V

Long-term operating temperature of cable: - 20℃ to+70℃

Recommended bending radius: not less than 6 times of cable outer diameter

Cables shall be subjected to power frequency voltage test at ambient temperature:

2.5kV/min without breakdown.

5. Main parameters

No.
Model specifications

(mm
2
)

Approximate outer

diameter of cable

(mm)

Approximate

Cable Weight

(kg/km)

1-2 RVV 300/500V 2×0.3 5.1 26.2

2-2 RVV 300/500V 2×0.5 6.0 36.4

3-2 RVV 300/500V 2×0.75 6.8 49.9

4-2 RVV 300/500V 2×1 7.1 56.7

5-2 RVV 300/500V 2×1.5 8.1 74.4

6-2 RVV 300/500V 2×2.5 9.8 114.0

7-2 RVV 300/500V 2×4 11.1 155.4

8-2 RVV 300/500V 2×6 12.2 200.7

9-3 RVV 300/500V 3×0.3 5.4 31.2

10-3 RVV 300/500V 3×0.5 6.3 44.2

11-3 RVV 300/500V 3×0.75 7.2 60.4

12-3 RVV 300/500V 3×1 7.5 69.5
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No.
Model specifications

(mm
2
)

Approximate outer

diameter of cable

(mm)

Approximate

Cable Weight

(kg/km)

13-3 RVV 300/500V 3×1.5 8.8 96.7

14-3 RVV 300/500V 3×2.5 10.4 151.9

15-3 RVV 300/500V 3×4 12.0 215.3

16-3 RVV 300/500V 3×6 13.2 281.3

17-4 RVV 300/500V 4×0.3 5.8 38.4

18-4 RVV 300/500V 4×0.5 7.3 62.4

19-4 RVV 300/500V 4×0.75 7.8 75.1

20-4 RVV 300/500V 4×1 8.4 91.2

21-4 RVV 300/500V 4×1.5 9.8 126.5

22-4 RVV 300/500V 4×2.5 11.6 189.6

23-4 RVV 300/500V 4×4 13.1 261.8

24-4 RVV 300/500V 4×6 14.4 344.7

25-5 RVV 300/500V 5×0.3 6.3 46.0

26-5 RVV 300/500V 5×0.5 8.1 78.6

27-5 RVV 300/500V 5×0.75 8.7 94.7

28-5 RVV 300/500V 5×1 9.1 109.9

29-5 RVV 300/500V 5×1.5 10.8 158.2

30-5 RVV 300/500V 5×2.5 12.8 232.7

31-5 RVV 300/500V 5×4 14.7 332.1

32-5 RVV 300/500V 5×6 16.2 436.9

33-7 RVV 300/500V 7×0.3 6.2 49.7

34-7 RVV 300/500V 7×0.5 7.3 74.0

35-7 RVV 300/500V 7×0.75 7.9 93.7

36-7 RVV 300/500V 7×1 10.3 149.6

37-7 RVV 300/500V 7×1.5 11.8 201.2

38-8 RVV 300/500V 8×0.3 7.3 64.3

39-8 RVV 300/500V 8×0.5 8.5 93.3

40-8 RVV 300/500V 8×0.75 9.2 116.7

41-8 RVV 300/500V 8×1 11.7 178.1

42-8 RVV 300/500V 8×1.5 13.3 238.9
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No.
Model specifications

(mm
2
)
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diameter of cable

(mm)

Approximate

Cable Weight

(kg/km)

43-10 RVV 300/500V 10×0.3 8.2 77.3

44-10 RVV 300/500V 10×0.5 9.5 112.3

45-10 RVV 300/500V 10×0.75 10.2 141.3

46-10 RVV 300/500V 10×1 13.1 215.8

47-10 RVV 300/500V 10×1.5 15.4 305.9

48-12 RVV 300/500V 12×0.3 8.4 86.6

49-12 RVV 300/500V 12×0.5 9.7 126.0

50-12 RVV 300/500V 12×0.75 11.0 170.3

51-12 RVV 300/500V 12×1 13.5 243.5

52-12 RVV 300/500V 12×1.5 15.9 345.8

53-14 RVV 300/500V 14×0.3 9.2 106.5

54-14 RVV 300/500V 14×0.5 10.6 152.5

55-14 RVV 300/500V 14×0.75 11.5 192.4

56-14 RVV 300/500V 14×1 14.1 276.5

57-14 RVV 300/500V 14×1.5 16.7 393.0

58-16 RVV 300/500V 16×0.3 9.7 118.5

59-16 RVV 300/500V 16×0.5 11.1 169.9

60-16 RVV 300/500V 16×0.75 12.0 215.2

61-16 RVV 300/500V 16×1 14.8 310.5

62-16 RVV 300/500V 16×1.5 17.5 441.7

63-19 RVV 300/500V 19×0.3 10.1 134.1

64-19 RVV 300/500V 19×0.5 11.6 192.7

65-19 RVV 300/500V 19×0.75 12.6 245.5

66-19 RVV 300/500V 19×1 15.6 355.7

67-19 RVV 300/500V 19×1.5 18.4 506.5

68-24 RVV 300/500V 24×0.3 11.6 166.2

69-24 RVV 300/500V 24×0.5 13.4 239.1

70-24 RVV 300/500V 24×0.75 14.6 305.9

71-24 RVV 300/500V 24×1 18.1 445.3

72-24 RVV 300/500V 24×1.5 21.9 655.8


