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1.Executive standard

JB/T8734.5-2016

2. Product structure

1.Stranded conductor (TR): 0.15mm/0.20mm/0.25mm/0.30mm

2.Insulation (PVC/D): 0.4mm/0.5mm/0.6mm/0.7mm/0.8mm

3.Specification of wrapping tape (PET): 0.07mm

4. Shield (TR) braided density: ≥ 80%

5.Thickness of sheath (PVC/ST5): 0.6mm～1.6mm

3. Main purpose

The cable has strong anti-interference ability, high flexibility, good abrasion

resistance, strong electromagnetic compatibility, safe and reliable use, and is

applicable to internal wiring and control of various low-voltage electrical

equipment, such as communication, audio, broadcast, audio system, anti-theft alarm

system, intelligent automation system, automatic meter reading system, fire

protection system, etc

4. Use characteristics

Rated voltage: U0/U: 300/300 V

Long-term operating temperature of cable: - 20℃ to+70℃

Recommended bending radius: not less than 6 times of cable outer diameter

Cables shall be subjected to power frequency voltage test at ambient temperature:

2kV/min without breakdown.

5. Main parameters

No.
Model specifications

(mm
2
)

Approximate outer

diameter of cable

(mm)

Approximate

Cable Weight

(kg/km)

1-2 RVVP 300/300V 2×0.3 5.6 38.7

2-2 RVVP 300/300V 2×0.5 6.0 46.1

3-2 RVVP 300/300V 2×0.75 6.4 53.9

4-2 RVVP 300/300V 2×1 7.2 66.9

5-2 RVVP 300/300V 2×1.5 8.2 88.2

6-2 RVVP 300/300V 2×2.5 10.0 131.4

7-2 RVVP 300/300V 2×4 11.9 190.5

8-2 RVVP 300/300V 2×6 13.5 253.2
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No.
Model specifications

(mm
2
)

Approximate outer

diameter of cable

(mm)

Approximate

Cable Weight

(kg/km)

9-3 RVVP 300/300V 3×0.3 5.9 44.4

10-3 RVVP 300/300V 3×0.5 6.3 54.0

11-3 RVVP 300/300V 3×0.75 6.8 64.1

12-3 RVVP 300/300V 3×1 8.1 88.4

13-3 RVVP 300/300V 3×1.5 9.1 115.5

14-3 RVVP 300/300V 3×2.5 11.0 179.7

15-3 RVVP 300/300V 3×4 12.6 247.1

16-3 RVVP 300/300V 3×6 14.2 331.0

17-4 RVVP 300/300V 4×0.3 6.3 53.1

18-4 RVVP 300/300V 4×0.5 7.3 72.7

19-4 RVVP 300/300V 4×0.75 7.8 86.3

20-4 RVVP 300/300V 4×1 9.0 112.7

21-4 RVVP 300/300V 4×1.5 9.6 136.3

22-4 RVVP 300/300V 4×2.5 11.4 201.6

23-4 RVVP 300/300V 4×4 13.5 289.4

24-4 RVVP 300/300V 4×6 15.0 384.0

25-5 RVVP 300/300V 5×0.3 6.9 62.2

26-5 RVVP 300/300V 5×0.5 7.9 85.2

27-5 RVVP 300/300V 5×0.75 8.4 102.0

28-5 RVVP 300/300V 5×1 9.7 133.7

29-5 RVVP 300/300V 5×1.5 10.6 168.3

30-5 RVVP 300/300V 5×2.5 12.6 245.8

31-5 RVVP 300/300V 5×4 14.7 349.2

32-5 RVVP 300/300V 5×6 16.2 456.2

33-7 RVVP 300/300V 7×0.3 7.4 75.7

34-7 RVVP 300/300V 7×0.5 8.5 104.1

35-7 RVVP 300/300V 7×0.75 9.1 126.2

36-7 RVVP 300/300V 7×1 10.7 171.6

37-7 RVVP 300/300V 7×1.5 11.5 210.8

38-8 RVVP 300/300V 8×0.3 7.9 85.5

39-8 RVVP 300/300V 8×0.5 9.1 117.4

40-8 RVVP 300/300V 8×0.75 9.7 142.8
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No.
Model specifications

(mm
2
)

Approximate outer

diameter of cable

(mm)

Approximate

Cable Weight

(kg/km)

41-8 RVVP 300/300V 8×1 11.5 194.3

42-8 RVVP 300/300V 8×1.5 12.3 239.3

43-10 RVVP 300/300V 10×0.3 9.6 113.9

44-10 RVVP 300/300V 10×0.5 10.7 148.7

45-10 RVVP 300/300V 10×0.75 11.7 186.6

46-10 RVVP 300/300V 10×1 13.3 237.9

47-10 RVVP 300/300V 10×1.5 14.6 301.4

48-12 RVVP 300/300V 12×0.3 9.9 125.6

49-12 RVVP 300/300V 12×0.5 11.0 165.0

50-12 RVVP 300/300V 12×0.75 12.1 208.1

51-12 RVVP 300/300V 12×1 13.7 266.6

52-12 RVVP 300/300V 12×1.5 15.2 347.2

53-14 RVVP 300/300V 14×0.3 10.3 140.4

54-14 RVVP 300/300V 14×0.5 11.7 191.2

55-14 RVVP 300/300V 14×0.75 12.6 234.2

56-14 RVVP 300/300V 14×1 14.6 308.8

57-14 RVVP 300/300V 14×1.5 16.0 392.9

58-16 RVVP 300/300V 16×0.3 10.9 155.8

59-16 RVVP 300/300V 16×0.5 12.3 212.4

60-16 RVVP 300/300V 16×0.75 13.7 275.1

61-16 RVVP 300/300V 16×1 15.5 353.1

62-16 RVVP 300/300V 16×1.5 16.8 440.0

63-19 RVVP 300/300V 19×0.3 11.4 175.4

64-19 RVVP 300/300V 19×0.5 12.9 239.8

65-19 RVVP 300/300V 19×0.75 14.1 303.8

66-19 RVVP 300/300V 19×1 16.3 401.1

67-19 RVVP 300/300V 19×1.5 17.6 502.4

68-24 RVVP 300/300V 24×0.3 13.6 231.1

69-24 RVVP 300/300V 24×0.5 15.1 304.9

70-24 RVVP 300/300V 24×0.75 16.5 385.7

71-24 RVVP 300/300V 24×1 19.3 518.8

72-24 RVVP 300/300V 24×1.5 21.4 670.2


