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1.Executive standard 

IEC 60520-1:2004 

2. Product structure 

1. Conductor (TR)  Specifications：1.38mm～2.54mm 

2.Insulation (XLPE) thickness：0.7mm/0.9mm/1.0mm/1.1mm/1.2mm 

3. Filling (PPS) specification:：60#/90#/120#/160#/200#/240#/270# 

-.Cable forming  direction: right/pitch diameter ratio:≤55time           

4.Inner lining (PVC/PPD) specification: 0.8mm/1.0mm 

5.Steel wire armor (G1A) diameter：0.8mm/1.25mm/1.6mm/2.0mm/2.5mm             

6.Thickness of sheath (PVC):：1.2mm～2.3mm 

3. Main purpose 

The cable has excellent electrical performance and chemical corrosion 

resistance, and can bear large tension. It has the advantage that the laying is 

not limited by the drop. It is mainly used in the power transmission, 

distribution and transformation of the power system where the laying drop 

requirements are large (such as tall buildings, mines, mountainous areas, etc.). 

4. Use characteristics 

Rated voltage U0/U：0.6/1 kV                     

Long-term operating temperature of cable：-20℃～+90℃ 

Allowable short circuit temperature of conductor: 250
0
C (maximum duration not 

more than 5S) 

Recommended bending radius: not less than 12 times of cable outer diameter 

Laying mode: overhead laying and vertical laying 

Rodent resistance: effectively prevent rodents from biting 

Cables shall be subjected to power frequency voltage test at ambient temperature: 

3.5kV/min without breakdown 

The combustion performance of the cable shall meet the requirements of IEC60332-

1-2:2015. 
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5. Parameters（1/3） 

No. 
Model specifications 

(mm
2
) 

Approximate outer 

diameter of cable  

(mm) 

Approximate 

Cable Weight 

(kg/km) 

1-1 YJV32  0.6/1kV  1×10 11.5 301.9 

2-1 YJV32  0.6/1kV  1×16 12.5 381.4 

3-1 YJV32  0.6/1kV  1×25 14.1 504.8 

4-1 YJV32  0.6/1kV  1×35 16.1 728.8 

5-1 YJV32  0.6/1kV  1×50 17.2 853.3 

6-1 YJV32  0.6/1kV  1×70 19.3 1117.1 

7-1 YJV32  0.6/1kV  1×95 21.8 1532.8 

8-1 YJV32  0.6/1kV  1×120 23.7 1822.5 

9-1 YJV32  0.6/1kV  1×150 25.8 2156.2 

10-1 YJV32  0.6/1kV  1×185 27.8 2577.4 

11-1 YJV32  0.6/1kV  1×240 30.4 3211.2 

12-1 YJV32  0.6/1kV  1×300 33.0 3863.5 

13-1 YJV32  0.6/1kV  1×400 37.6 5037.0 

14-2 YJV32  0.6/1kV  2×1.5 12.5 277.4 

15-2 YJV32  0.6/1kV  2×2.5 13.3 318.8 

16-2 YJV32  0.6/1kV  2×4 14.2 372.0 

17-2 YJV32  0.6/1kV  2×6 16.1 543.3 

18-2 YJV32  0.6/1kV  2×10 17.3 643.9 

19-2 YJV32  0.6/1kV  2×16 19.3 827.7 

20-2 YJV32  0.6/1kV  2×25 23.4 1267.2 

21-2 YJV32  0.6/1kV  2×35 25.6 1542.8 

22-2 YJV32  0.6/1kV  2×50 29.1 1932.4 

23-2 YJV32  0.6/1kV  2×70 33.9 2748.3 

24-2 YJV32  0.6/1kV  2×95 37.8 3453.2 

25-2 YJV32  0.6/1kV  2×120 42.0 4194.5 

26-2 YJV32  0.6/1kV  2×150 46.9 5335.4 

27-2 YJV32  0.6/1kV  2×185 51.4 6378.4 

28-3 YJV32  0.6/1kV  3×1.5 13.0 306.7 

29-3 YJV32  0.6/1kV  3×2.5 13.8 357.5 

30-3 YJV32  0.6/1kV  3×4 15.7 527.7 

31-3 YJV32  0.6/1kV  3×6 16.7 625.4 

32-3 YJV32  0.6/1kV  3×10 18.1 761.6 

33-3 YJV32  0.6/1kV  3×16 20.3 997.9 

34-3 YJV32  0.6/1kV  3×25 24.6 1535.4 
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5. Parameters（2/3） 

No. 
Model specifications 
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2
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Approximate outer 

diameter of cable  

(mm) 

Approximate 

Cable Weight 

(kg/km) 

35-3 YJV32  0.6/1kV  3×35 27.2 1909.4 

36-3 YJV32  0.6/1kV  3×50 30.7 2413.5 

37-3 YJV32  0.6/1kV  3×70 35.8 3417.2 

38-3 YJV32  0.6/1kV  3×95 39.7 4354.3 

39-3 YJV32  0.6/1kV  3×120 44.7 5360.9 

40-3 YJV32  0.6/1kV  3×150 49.8 6835.1 

41-3 YJV32  0.6/1kV  3×185 54.6 8211.8 

42-4 YJV32  0.6/1kV  4×1.5 13.7 342.0 

43-4 YJV32  0.6/1kV  4×2.5 14.6 407.3 

44-4 YJV32  0.6/1kV  4×4 16.7 600.4 

45-4 YJV32  0.6/1kV  4×6 17.8 717.8 

46-4 YJV32  0.6/1kV  4×10 19.5 902.0 

47-4 YJV32  0.6/1kV  4×16 22.8 1330.6 

48-4 YJV32  0.6/1kV  4×25 26.6 1845.0 

49-4 YJV32  0.6/1kV  4×35 29.7 2341.8 

50-4 YJV32  0.6/1kV  4×50 34.4 3198.6 

51-4 YJV32  0.6/1kV  4×70 39.9 4310.2 

52-4 YJV32  0.6/1kV  4×95 44.2 5520.6 

53-4 YJV32  0.6/1kV  4×120 50.0 7133.4 

54-5 YJV32  0.6/1kV  5×1.5 14.5 382.8 

55-5 YJV32  0.6/1kV  5×2.5 16.5 569.4 

56-5 YJV32  0.6/1kV  5×4 17.7 685.1 

57-5 YJV32  0.6/1kV  5×6 19.0 822.6 

58-5 YJV32  0.6/1kV  5×10 21.9 1184.6 

59-5 YJV32  0.6/1kV  5×16 24.6 1567.5 

60-5 YJV32  0.6/1kV  5×25 29.3 2205.3 

61-5 YJV32  0.6/1kV  5×35 33.2 3021.8 

62-5 YJV32  0.6/1kV  5×50 38.0 3877.1 

63-5 YJV32  0.6/1kV  5×70 43.8 5176.1 

64-5 YJV32  0.6/1kV  5×95 49.3 7038.8 

65-5 YJV32  0.6/1kV  5×120 54.9 8575.4 

66-3-1 YJV32  0.6/1kV  3×1.5+1×1 13.6 335.2 

67-3-1 YJV32  0.6/1kV  3×2.5+1×1.5 14.4 391.0 

68-3-1 YJV32  0.6/1kV  3×4+1×2.5 16.4 582.7 
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69-3-1 YJV32  0.6/1kV  3×6+1×4 17.6 695.6 

70-3-1 YJV32  0.6/1kV  3×10+1×6 18.9 847.7 

71-3-1 YJV32  0.6/1kV  3×16+1×10 22.2 1253.3 

72-3-1 YJV32  0.6/1kV  3×25+1×16 25.7 1728.4 

73-3-1 YJV32  0.6/1kV  3×35+1×16 28.3 2112.2 

74-3-1 YJV32  0.6/1kV  3×50+1×25 32.1 2710.9 

75-3-1 YJV32  0.6/1kV  3×70+1×35 37.1 3804.9 

76-3-1 YJV32  0.6/1kV  3×95+1×50 42.0 4957.1 

77-3-1 YJV32  0.6/1kV  3×120+1×70 48.1 6509.4 

78-3-1 YJV32  0.6/1kV  3×150+1×70 51.8 7587.1 

79-3-2 YJV32  0.6/1kV  3×1.5+2×1 14.3 366.2 

80-3-2 YJV32  0.6/1kV  3×2.5+2×1.5 16.1 536.2 

81-3-2 YJV32  0.6/1kV  3×4+2×2.5 17.2 641.5 

82-3-2 YJV32  0.6/1kV  3×6+2×4 18.5 770.4 

83-3-2 YJV32  0.6/1kV  3×10+2×6 20.0 939.9 

84-3-2 YJV32  0.6/1kV  3×16+2×10 23.5 1416.4 

85-3-2 YJV32  0.6/1kV  3×25+2×16 27.2 1933.9 

86-3-2 YJV32  0.6/1kV  3×35+2×16 29.6 2318.0 

87-3-2 YJV32  0.6/1kV  3×50+2×25 34.7 3268.8 

88-3-2 YJV32  0.6/1kV  3×70+2×35 40.0 4337.8 

89-3-2 YJV32  0.6/1kV  3×95+2×50 44.6 5550.4 

90-3-2 YJV32  0.6/1kV  3×120+2×70 51.0 7372.5 

91-4-1 YJV32  0.6/1kV  4×1.5+1×1 14.4 376.2 

92-4-1 YJV32  0.6/1kV  4×2.5+1×1.5 16.3 557.4 

93-4-1 YJV32  0.6/1kV  4×4+1×2.5 17.5 658.1 

94-4-1 YJV32  0.6/1kV  4×6+1×4 18.8 791.3 

95-4-1 YJV32  0.6/1kV  4×10+1×6 21.4 1124.7 

96-4-1 YJV32  0.6/1kV  4×16+1×10 24.1 1491.2 

97-4-1 YJV32  0.6/1kV  4×25+1×16 28.5 2093.7 

98-4-1 YJV32  0.6/1kV  4×35+1×16 31.2 2579.0 

99-4-1 YJV32  0.6/1kV  4×50+1×25 36.1 3544.3 

100-4-1 YJV32  0.6/1kV  4×70+1×35 42.0 4773.3 

101-4-1 YJV32  0.6/1kV  4×95+1×50 47.7 6504.2 

102-4-1 YJV32  0.6/1kV  4×120+1×70 53.1 7976.7 

 


